
ZK-SL500SA
Sliding Gate Motor

Maximum Loading Weight

ZK-SL500SA ZK-SL600SA

Net Weight

Weight with Packaging

Power Requirements

500kg 600kg

12kg

15kg

220V/16V on Board Power Pack

OnBoard battery backup 12V DC, Switch mode charging circuit

-20° to +50° Degrees Celsius

28 Meters per minute (M/min)

Up to 50m in line sight

Dual-channel onboard rolling code receiver

433.92MHz

290 x 180 x 315 mm

340 x 263 x 355 mm

30 Meters

Spring-limit or Mag-limit

Build-in surge protection

Specifications

Dimensions (Length x Width x Height)

Dimensions with Packaging
(Length x Width x Height)

Gate Operating Distance

Gate Limit Type

Battery Backup Details

Operating Temperature

Gate Opening Speed

Remote Control Distance

Remote Control Mode

Ingress Protection

Working Duty

Remote Frequency

Domestic High Access
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A robust and reliable gate motor designed for smooth 
and e�cient operation, providing secure access 
control for residential and commercial properties. 

• High-speed 12V DC high torque motor for sliding gates.
• Key release of pinion
• Soft start and stop control.
• PCB designed for South African conditions.
• Gate alarm function/courtesy light
• Auto-close time adjustable
• Selectable condominium
• Pedestrian opening is fully programmable.
• Selectable gate direction setting
• Anti-crush mechanism
• Beams – Selectable normally open/closed.
• Full spares & service backup
• Two-year warranty on mechanics/electronics

Features


